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Expression’ Finish Guard" UV Specifications

Product/# Roll Sizes Product/# Roll Sizes
Note: All rolls are now pierced Canvas Rolls

H1672 25" x 50' (64 cmx 15.2 m)
Lustre Rolls H1671 41" x 50' (1.04X 152 m)
1318 25" x 50' (64 cmx 15.2 m)
1307 41"x 50' (1.04x 152 m) Linen Rolls

1302 25" x 50' (64 cm x 15.2 m)
Satin-Matte 1303 41"x 50" (1.04X 152 m)
1321 25" x 50' (64 cmx 15.2m)
1306 41"x 50' (1.04x15.2m)
Ultra-Matte Rolls
1836 25" x 50' (64cmx 15.2m)
1834 41"X 50' (104X 15.2m)

*When using on resin-coated (RC) photographs and other non-porous materials, use the pierced Finish Guard

Expression” UV Accessories

Product/# Sizes Product/#

Sponge Foam Overlay Perforator (5 wheel)
1322 51"x8.5' 1256

1309 42"x8.5'

How To Use Finish Guard® UV Laminating Films

Step 1 Step 2
j';(,.--"" Warm the mounting press Peel back Finish Guard’s
_ __,_.--“'“-5_- o to 200-225°F Position release paper backing about 1"
o the print and mounting to expose the adhesive. Position

adhesive onto the sub-
strate and tack in place.

the film on the print and
smooth into place: gradually
pee/ off the remaining backing
paper. The repositionable
adhesive lets you easily remove
ripples and creases, if necessary.
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Step 3

Cover the assembled mate-
rials with a Sponge Foam
Overfay and place inside a
Refease Folder. Insert
materials face up into the
press, close and wait 3 to
5 minutes for a mechani-
cal press, 7 to 9 minutes
for a vacuum press.

Step 4

Remove and place under a
Expression® Weight to cool.
Do not bend or flex untif fully
cooled.




